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Inicio

DSK6713 _init 4' Inicializacion de la placa

\ 4

DSK6713 _LED _init 4| Inicializacion del médulo de leds

CSL init 4| Inicializacién de la Chip Support Library

\ 4
DSK6713_rset(DSK6713_MISC,

4| Configuracién del McBSPO como interfaz SPI

MCBSP1SEL);

\ 4

SPI_init(2884615,0); 4| Inicializacién de la comunicacién SPI

\ 4

Inicializacion
de variables

\ 4

DSK6713_rset(DSK6713 _DC_REG,3); 4| Apagar los leds indicadores de la comparacion

Fin
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\\
Inicio J

\ 4

DSK6713_rset(DSK6713_DC_REG,3);

—— | Apagar los leds indicadores de la comparacion

\ 4

sensorlnit(); - {Inicializar el sensor

) 4

readlmage(imageptr); ———{Leer huella dactilar|
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Inicio

A\ 4

histogram (image,
hist, NFi, NCi);

A\ 4

preprocessing(image,
hist, NFi, NCi);

i
)

A\ 4

Peticion del n®
de usuario

A\ 4

Introduccién
deln2de
usuario

¢Es posible dicho n2?

Si

v

copy_image(image .
py_image(image, 4| Almacenamiento en base de datos

database[n].imageuser, NFi, NCi);

Fin
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Inicio

\ 4

histogram (image,
hist, NFi, NCi);

\ 4

preprocessing(image,
hist, NFi, NCi);

A\ 4

copy_image(image,
imagecapture, NFi, NCi);

d
<

\ 4

Peticidn del n®
de usuario

\ 4

Introduccion
del n2 de
usuario

éSe encuentra
egistrado dicho n2?

Si

v

complex_image(imagecapture,
fftcapture, NFi, NCi, NF, NC);

\ 4

fft2d(fftcapture, tw, tw, NF, NC);

\ 4

complex_image(imagenroll,
fftenroll, NFi, NCi, NF, NC);

A\ 4

fft2d(fftenroll, tw, tw, NF, NC);

A\ 4

high_peak_poc(fftcapture,
coord, NF, NC);

\ 4

desp_image(imagecapture,
coord, 0, NFi, NCi);

A4

desp_image(imagenroll,
coord, 1, NFi, NCi);

A\ 4

trans_polar_image(imagecapture,
fftcapture, coord, phasepolar, NFi,
NCi, NF, NC);

poc(fftcapture, fftenroll, NF, NC);

copy_image(database[n].imageuser,
imagenroll, NFi, NCi);

Y

fft2d(fftcapture, twi, twi, NF, NC);

A 4

divide_ifft2d(fftcapture, NF, NC);

Extraccion de huella de la base de datos |

\ 4

trans_polar_image(imagenroll,
fftenroll, coord, phasepolar, NFi,

NCi, NF, NC);

poc(fftcapture, fftenroll,
NF, NC);

\ 4

fft2d(fftcapture, twi, twi, NF, NC);

\ 4

divide_ifft2d(fftcapture, NF, NC);

A 4

simil = add_max_poc(fftcapture,
NF, NC);

fft2d(fftcapture, tw, tw, NF, NC);

DSK6713_rset(DSK6713_DC_REG, 1)

No

!

DSK6713_rset(DSK6713_DC_REG,2);

\ 4

fft2d(fftenroll, tw, tw, NF, NC);

| Encender led verde |

Fin

| Encender led rojo
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